
98,000 [%]
20000 [ppm]

7,0 [bar]
20 [°C] 
25 [°C] 

Model

Capacity
Air 

ratio
Air 

consumption
Inlet 

Pressure
Compressor 

flow
Compressor 

pressure
Air / N2 

receiver
NGM [Nm³/h] [Nm³/h] [bar] [Nm³/h] [bar] [L]

1+ 12,5 3,33 41,5 7,7 49,9 8,5 500
2+ 24,9 3,33 83,1 8,0 99,7 8,5 500
3+ 37,4 3,33 124,6 7,7 137,1 8,5 1000
4+ 49,9 3,33 166,2 7,6 182,8 8,5 1000
5+ 74,8 3,33 249,3 7,8 274,2 8,5 1000
6+ 99,7 3,33 332,3 8,0 365,6 8,5 1500
7+ 124,6 3,33 415,4 8,2 457,0 10,0 1500

Included
Included
Included
Included

Included
Included
Included

Nitrogen pressure  

Inlet temp. NGM+

Equipment

Nitrogen purity

Amb. temperature

Pre-filter + QDT + 
after filter

Re-calculated performance

NGM+ selection tool

Working conditions

Input
metricUnits



98,000 [%]
20000 [ppm]

7,0 [bar]
30 [°C] 
35 [°C] 

Model

Capacity
Air 

ratio
Air 

consumption
Inlet 

Pressure
Compressor 

flow
Compressor 

pressure
Air / N2 

receiver
NGM [Nm³/h] [Nm³/h] [bar] [Nm³/h] [bar] [L]

1+ 13,1 3,83 50,2 7,7 60,2 8,5 500
2+ 26,2 3,83 100,3 8,0 120,4 8,5 500
3+ 39,3 3,83 150,5 7,7 165,5 8,5 1000
4+ 52,3 3,83 200,7 7,6 220,7 8,5 1000
5+ 78,5 3,83 301,0 7,8 331,1 8,5 1000
6+ 104,7 3,83 401,3 8,0 441,4 8,5 1500
7+ 130,9 3,83 501,6 8,2 551,8 10,0 1500

Included
Included
Included
Included

Included
Included
Included

Nitrogen pressure  

Inlet temp. NGM+

Equipment

Nitrogen purity

Amb. temperature

Pre-filter + QDT + 
after filter

Re-calculated performance

NGM+ selection tool

Working conditions

Input
metricUnits



98,000 [%]
20000 [ppm]

7,0 [bar]
5 [°C] 

10 [°C] 

Model

Capacity
Air 

ratio
Air 

consumption
Inlet 

Pressure
Compressor 

flow
Compressor 

pressure
Air / N2 

receiver
NGM [Nm³/h] [Nm³/h] [bar] [Nm³/h] [bar] [L]

1+ 10,6 2,67 28,2 7,7 33,9 8,5 500
2+ 21,2 2,67 56,5 8,0 67,8 8,5 500
3+ 31,8 2,67 84,7 7,7 93,2 8,5 1000
4+ 42,4 2,67 113,0 7,6 124,3 8,5 1000
5+ 63,6 2,67 169,5 7,8 186,4 8,5 1000
6+ 84,7 2,67 226,0 8,0 248,6 8,5 1500
7+ 105,9 2,67 282,5 8,2 310,7 10,0 1500

Included
Included
Included
Included

Included
Included
Included

Nitrogen pressure  

Inlet temp. NGM+

Equipment

Nitrogen purity

Amb. temperature

Pre-filter + QDT + 
after filter

Re-calculated performance

NGM+ selection tool

Working conditions

Input
metricUnits


